
Super Seals Size Chart

Name              Model                      Size                    Name              Model                   Size


Audiotone
A61
Large

Beltone
Ariel
Standard

Beltone
Avante
Large

Beltone
Supremo
Large

Bernafon
Symbio SXT 115BE
Standard

Bosch
22PC
Mini

Bosch
44PP-SP
Large

Bosch
66FFP
Large

Danavox
105
Large

Danavox
115
Standard

Danavox
123
Mini

Danavox
125
Large

Danavox
133
Mini 

Danavox
135
Large

Danavox
143
Mini

Danavox
145
Large

Danavox
163D
Mini

Danavox
743
Mini

Danavox
745
Standard

Danavox
775
Large

Danavox
783
Mini 

Danavox
793
Mini

Electone
800
Standard

Electone
900/PP92
Standard

Electone
AM130
Mini

Electone
AM240
Mini

Electone
AM300
Mini

Electone
Eagle/Champion
Standard

Electone
Regal 770 ATC
Large

Lisould
SP700
Large

Lisould
SP650
Mini

Magnitone
Shadow
Mini

Oticon
410
Mini

Oticon 
Adapto P
Mini

Oticon
Atlas
Standard

Oticon
Digifocus
Mini

Oticon
E25P
Large

Oticon
E27P
Large

Oticon
E28P
Large

Oticon
E30V
Standard

Oticon
E31V
Standard

Oticon
E34
Large

Oticon
E35F
Large

Oticon
E37F
Large

Oticon
E38P
Large

Oticon
E39PL
Large

Oticon
E40
Mini

Oticon
E41
Mini

Oticon
E42P
Mini

Oticon
E43
Mini

Oticon
Ergo
Mini

Oticon
Gaia
Mini

Oticon
Go  Pro
Std

Oticon
Multi Focus Classic
Large

Oticon
Multi Focus Compact
Mini

Oticon
Personic
Mini

Oticon
Syncro
Std

Philips
M-41-X
Standard

Philips
P-47
Mini

Philips
S-45-6
Large

Philips
S-46-0
Standard

Phonak
Aero
Mini

Phonak
Audinette
Standard

Phonak
Claro
Standard

Phonak
Classica
Large

Phonak 
MAXX
Standard

Phonak 
Maxx 2100
Standard5
Phonak
Mini Valeo
Mini

Phonak
P4AZ
Large

Phonak
PC Forte
Standard

Phonak
Perseo
Standard

Phonak
Pico Forte
Mini

Phonak
Phono Forte 2
Standard

Phonak
PPCL4  SF
Large

Phonak
Powermax 411
Standard

Phonak
Savia
Standard

Phonak
Savia Art 
Mini

Phonak
SuperFront
Large

Phonak
Supero
Large

Phonak 
Valeo
Mini

Qualitone
TKAP
Standard

Resound
770
Standard

Resound
Canta 2, 4, 7
Mini

Rexton
Emotion
Mini

Rexton
Energy P/P-L
Large

Rexton
Gran-D P
Large

Rexton
M29/Spec ET+/S+
Standard

Rexton
MMP, AGC
Mini

Rexton
Piccolo P-AI
Mini

Rexton
Primo
Mini

Rexton
R1/R1+
Standard

Rexton
Revera digital
Mini


Rexton
Selectra
Standard

Rexton
Targa 2&3
Mini

Rexton
Voyage
Mini

Rionette
HB35
Large

Rionette
HB53P
Mini

Rionette
HB79P
Large

Siemens
264PC
Mini

Siemens
314
Standard

Siemens
604
Large

Siemens
684
Std

Siemens
Acuris Life
Std.

Siemens
Infiniti Pro SP
Std

Siemens
Music Pro (&S)
Mini

Siemens
PhoenixPro102
Mini

Siemens
Phoenix 104
Mini

Siemens
Phoenix 304
Large

Siemens
PP1GC
Standard

Siemens
PP284
Standard

Siemens
Prisma 2(KPorVC)
Mini

Siemens
S1 +
Mini

Siemens
S2
Mini

Siemens
Signia
Standard

Siemens
Triano 3,3P,SSL
Mini

Siemens
Triano Prisma 20SP
Large (cut)

Sonic
Natura
Mini

Starkey
144PP
Mini

Starkey
A675 Sequel
Large

Starkey
Aspect
Mini3
Starkey
Axent
Standard

Starkey
SMAGC3
Mini

Starkey
Vega
Standard

Telex
32D
Mini

Telex
337E
Mini

Telex
338
Large

Telex
340
Large

Telex
343
Standard

Telex
350
Large

Telex
353
Standard

Telex 
361
Standard

Telex
363
Standard

Telex
366
Standard

Telex
372
Large

Telex
2000
Standard

Telex
ACT II
Standard

Telex
ITE ACT Trans.
Standard

Telex
Old ITE Trans.
Large

Unitron
Breeze
Standard2
Unitron
Conversa (orig.), P
Standard2
Unitron
Conversa NT
Mini3

Unitron
Conversa NT M
Mini3

Unitron
Conversa NT Moda
Mini4

Unitron
IKO A0HP
Std

Unitron
Liason (orig.), P
Mini3

Unitron
Liason M
Mini3

Unitron
UE Series
Mini

Unitron
UM Series
Mini

Unitron
Unison 2, 4
Standard2
Unitron
Unison 3 HP, 6HP
Standard1
Unitron 
Unison 3, 3D, 3P, 6, 6P
Mini3
Unitron
US80
Large

Widex
A-12-18
Standard

Widex
B2
Mini

Widex
Quatro Q-8-9
Standard

Widex
Quatro Q-32
Large


Widex 
Senso Diva
Mini

Widex
Senso Diva Elan
Mini
Possible adjustments based on microphones and buttons

1  Pull seal down a little just below microphone. 

2  Pull seal down a little just below mic.; Then cut some of the seal off the top so that the opening of the seal still has a tight fit.

3  Cut the top of the seal off just below the button.  A tight fit at the opening is still needed.

4  Cut just a little off the top of the seal and pull down so that the opening has a tight fit. 

5  Cut a whole or slit in the Super Seal so the microphone will not be covered when it is in a position low on the case. 
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